
Pressure-tight installation in frames 
RGS, RGSC, RGSF, RGSK, RGSR and RGSbtb

Horizontal installation
LB 263 GB 2013 V.1

Check that the frame is clean and that the inside is well lubricated. All Lycron parts 
must be lubricated carefully with MCT Brattberg lubricant. Place the compression 
plate in the centre so that the Lycron rubber is pushed upwards between the 
compression plate and the frame. The seal must not be subjected to pressure for at 
least 48 hours after installation. This is to allow the pressure to equalise throughout 
the penetration. It will take more time for the pressure to equalise at temperatures 
below 20°C.
 
Note: If the installation is subjected to pressure, all components must be replaced 
after removal and refitting.
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7        In horizontal install ations, 
gravity makes it necessary 
to use the stayplates to hold 
the insert blocks in place. 
Therfore, place the stayplates in 
the frame first, dividing 
up the rows of cables according 
to your RG-plan.  Also insert the 
compres  sion plate at this stage.   

        Insert the outer blocks 
first (A, B, C etc.).  Then insert 
the remaining blocks.
Note. The block A should be 
turned 90°, as shown in the 
picture.

        Pack the last row, then 
tighten the bolt on the compression 
plate counter-clockwise until there 
is 32 mm of space between the 
top of the plate and the frame or 
enough to fit the endpacking 
tongue around the bolt.
 

       Insert endpacking STG 
with the tongue around the 
compression bolt. 
Tighten the nuts on the 
endpacking until 12-15 mm
of thread is visible.

         The blocks are identified by 
their width (A) and hole diameter (B). 
A block that is 30 mm wide and has 
a hole diameter of 18 mm is marked 
30/18. This marking is cast into the 
block.

        The diagram marked OK 
shows how the cable should look 
when correctly fitted.

        Measure the opening and check 
that the measurement is within the 
tolerance range 120.5 mm +/- 0.5 mm. 
Check that the frame is clean and pull 
through the cables. Measure the diameter 
of the cables and choose suitable blocks. 
Lubricate the inner faces of the frame.


